Hot Cross/Applicator

MODEL HC-1R/RIGHT HAND & MODEL HC-1L/LEFT HAND

Hot cross buns are crossed automatically with the Burford®
HC-1 Hot Cross Bun Applicator. The HC-1 briefly stops the
pan to make the application across the pan. As the pan is
released and moving, the finishing part of the cross is made.

* High Volume Fluid Supply System
* Linear Bearing Slide
* Gentle Pan Stop
® Stainless Construction
® Llow Maintenance
Model HC-1L shown with optional conveyor e Conveyor Optional
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HOT CROSS APPLICATOR WiTH OPTIONAL CONVEYOR

Options:
* Additional Applicator Manifolds/Nozzles
* Mounted on Burford Conveyor
* Custom Electrical Requirements
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CONVEYOR SHOWN FOR REFERENCE ONLY

SPECIFICATIONS
ELECTRICAL: 115 VOLT, 50/60 HZ., 1 PH. 12 AMP 24 VOLT CONTROLS
AIR REQUIREMENTS: 80 P.S.I. @ 3.0 S.C.F.M.
DRIVE MOTOR :1/12 HP 1.4 AMP CONTROL

P.O Box 748 ® Maysville, OK 73057 Telephone (405) 867-4467 o Fax (405) 867-4219 ® e-mail: sales@burford.com ® web site: www.burford.com



