
MPA-100 Automatic Fill System
The Burford® Multi-Product Auto Fill (MPA) is the right choice when your application calls for toppings that contain 
higher amounts of dust or are easily damaged. The MPA-100 series utilizes vacuum to gently move topping
automatically up to 50 feet and in volumes that will keep up with your highest production rates. The MPA-100
also features an automatic filter and tube cleaning system to reduce product changeover times and minimize
maintenance requirements. Contact Burford to see why the MPA-100 system really delivers.
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Model MPA-100 shown with optional conveyor

09/21/07                                                                                                                     SD116845A 

P.O Box 748  Maysville, OK 73057  Telephone (405) 867-4467  Fax (405) 867-4219  e-mail: sales@burford.com  web site: www.burford.com 
 

MODEL MPA-100 AUTOFILL 
 
 
 
 
 

 
Options  
 ADDITIONAL HOPPERS FOR PRODUCT CHANGE                    
 OPTIONAL VIBRATOR KIT FOR TOPPER                                         
 ADDITIONAL ELECTRICAL REQUIREMENTS    
 HOPPER LOW LEVEL ALARM  
 HOPPER AGITATOR FOR OATS, BRAN, ETC.   
 OTHER HOPPER SIZES AVAILABLE  

 
     

 
 

 
     

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
   

SPECIFICATIONS 
ELECTRICAL:    TOPPER 
220 VOLTS, 50/60 HZ, 1 PHASE (STANDARD) 6.85 AMPS MAX  
MAX CAPACITY: SESAME 25#, BRAN 10# , OATS 10# 
MOTOR:  1/4HP, 230/460V, 1PH 

 
 
 

• Stainless Steel Construction
• Handles non-free flowing products 
• Gentle on delicate toppings 
• Automatic Filter Cleaning 
• Low Maintenance 
• �Fully Integrated with Burford Toppers or 

Independent Operation

CALL US TODAY  1-877-BURFORD  ( 287-3673)

PRACTICAL SOLUTIONS THROUGH INNOVATIVE TECHNOLOGIES



Automatic Fill System
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BURFORD  AUTOFILL SERIES  
 
 
 
 
 

 
Options  
 Air Dryer                                          
 Electrical Requirements    
 Low Level Alarm  
 Connection Hose 20 Ft. Standard (30 Ft. Max)   
 Three Hopper Sizes Available (See Chart)  

 
     

 
 

 
     

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
   

SPECIFICATIONS 
ELECTRICAL:   110 V 50/60 1 PH. STANDARD  2 AMP MAX 
MAX CAPACITY: SESAME: 9# PER MINUTE 
AIR REQUIREMENT: 18 SCFM @80 PSI 
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• Heavy Duty Stainless Construction
• Venturi Designed Vacuum System with no moving parts
• Sensors on the topping unit control the seed transfer 
• Flexible Anti-Static Hose for seed transfer, 30ft. max. 
• 9lbs/minute throughput 
• Optional Air Dryer 
• Optional Low Seed Level Alarm

Burford® Auto Fill systems are uniquely designed to transfer seed to 
the hopper located on the Burford Rotary Mandrel Topper. These
systems come in a range of sizes from 300 to 1000 pounds and can 
be used with all newly purchased or existing Burford Toppers.
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